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Clarke Manufacturing Inc. 13388 S. Molalla Forest Rd. Molalla OR. 97038

PHONE: 1-800-232-2002 / FAX: 503-829-6269 / E-MAIL: sales@clarkemfg.com 
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Install fuel tank ONLY in a well ventilated area. Clean inside of tank
thoroughly before installation. DO NOT start or operate the vehicle

if there are any fuel leaks. We recommend that installation be
performed by a qualified mechanic. If you have any questions
CALL FIRST, before attempting to install.





THANK YOU for purchasing a Clarke fuel tank.  There may be some plastic shavings left in the tank from the manufacturing process.  You can use compressed air to blow out the tank.  You may also want to rinse out the tank using a small amount of fuel before installing it.  Clarke tanks are pressure tested with air for leaks before they are assembled and shipped, however please be sure to fill the tank with fuel and check for any leaks before re-installing the OEM plastics and your seat.  In the unlikely event that there is a fuel leak, contact the place of business you purchased the tank from to obtain an RA# for exchange.  If you purchased the tank directly from us, please contact us at the numbers above to obtain your RA# for exchange.  PLEASE read the following terms and conditions of sale before installing your tank:

GUARANTEE: Clarke tanks carry a 30 day guarantee against defects and 1 year against breakage. We reserve the right to refuse to replace tanks that have failed due to improper maintenance, incorrect mounting, modifications, or fittings installed that were not originally supplied with the tank. We will only warranty accessory items such as gaskets, o-rings, cap gaskets, gas caps or petcocks for a period of 6 months. CALL BEFORE RETURNING ANY TANK. Then send your defective tank, invoice, R.A.# and a description of the defect, postage paid, to: 13388 S. Molalla Forest Rd. Molalla OR. 97038

RETURNS: SHIPPING CHARGES ARE NON-REFUNDABLE. THE CUSTOMER IS RESPONSIBLE FOR ALL SHIPPING FEES INVOLVED IN THE RETURN /EXCHANGE PROCESS. Due to the overwhelming amount of aftermarket parts available for motorcycles and ATV's, Clarke Mfg. will not be held responsible for conflict arising with the fitment of our tanks with other after market products. This includes but is not limited to: STEERING STABILIZERS, EXHAUST PIPES, HANDLE BARS, RACING FENDERS, ETC. In addition, accessory items such as gaskets, o-rings, cap gaskets, gas caps or petcocks will be under warranty for a period of 6 months. There are NO returns after 30 days. Returns will only be accepted under the guarantee listed below. Exchanges may be made at our discretion. ALL returns or exchanges must have a return authorization number.


RETURN AUTHORIZATION NUMBER: Before returning any item, the customer must call to obtain a return authorization number. All returned items must be accompanied by an original invoice, an R.A.#, and a detailed letter explaining the reason for the return. We will refuse to accept any return without an R.A.# legibly and plainly written on the OUTSIDE of the return box. ALL returns for a refund must be received in original and resalable condition, otherwise we reserve the right to refuse it.

